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Federal Communications Commission § 80.80

1 Ship station transmitters, except hand-
held portable transmitters, manufactured
after January 21, 1987 must automatically re-
duce the carrier power to one watt or less
when turned to the frequency 156.375 MHz or
156.650 MHz. All ship station tramsmitters,
except hand-held portable transmitters, used
after January 21, 1997, must automatically
reduce power as described above. A manual
override device must be provided which when
held by the operator will permit full carrier
power operation on channels 13 and 67. Hand-
held portable transmitters must be capable
of reducing power to one watt, but need not
do so automatically.

(2) Three seconds within the band
156–162 MHz. This requirement also ap-
plies to marine utility stations.

§ 80.72 Antenna requirements for coast
stations.

All emissions of a coast station a ma-
rine-utility station operated on shore
using telephony within the frequency
band 30–200 MHz must be vertically po-
larized.

§ 80.74 Public coast station facilities
for a telephony busy signal.

A ‘‘busy’’ signal, when used by a pub-
lic coast station in accordance with the
provisions of § 80.111(d), must consist of
the transmission of a single audio fre-
quency regularly interrupted, as fol-
lows:

(a) Audio frequency: Not less than 100
nor more than 1100 Hertz, provided the
frequency used for this purpose will not
cause auto alarms or selective-ringing
devices to be operated.

(b) Rate of interruption: 60 times per
minute ±10%.

(c) Duration of each interruption: 0.5
second ±10%.

§ 80.76 Requirements for land station
control points.

Each coast or fixed station subject to
this part must have the following fa-
cilities:

(a) Except for marine utility sta-
tions, a visual indication of antenna
current; or a pilot lamp, meter or
equivalent device which provides con-
tinuous visual indication whenever the
transmitter control circuits have been
actuated.

(b) Capability to aurally monitor all
transmissions originating at dispatch
points and to disconnect the dispatch
points from the transmitter or to ter-
minate the operation of the trans-
mitter.

(c) Facilities which will permit the
responsible operator to turn the carrier
of the radio transmitter on and off at
will.

STATION REQUIREMENTS—SHIP STATIONS

§ 80.79 Inspection of ship station by a
foreign Government.

The Governments or appropriate ad-
ministrations of countries which a ship

visits may require the license of the
ship station or ship earth station to be
produced for examination. When the li-
cense cannot be produced without
delay or when irregularities are ob-
served, Governments or administra-
tions may inspect the radio installa-
tions to satisfy themselves that the in-
stallation conforms to the conditions
imposed by the Radio Regulations.

§ 80.80 Operating controls for ship sta-
tions.

(a) Each control point must be capa-
ble of:

(1) Starting and discontinuing oper-
ation of the station;

(2) Changing frequencies within the
same sub-band;

(3) Changing from transmission to re-
ception and vice versa.

(4) In the case of stations operating
in the 156–162 MHz bands, reducing
power output to one watt or less in ac-
cordance with § 80.215(e).1

(b) Each ship station using teleg-
raphy must be capable of changing
from telegraph transmission to tele-
graph reception and vice versa without
manual switching.

(c) Each ship station using telephony
must be capable of changing from
transmission to reception and vice
versa within two seconds excluding a
change in operating radio channel.

(d) During its hours of service, each
ship station must be capable of:

(1) Commencing operation within one
minute;

(2) Discontinuing all emission within
five seconds after emission is no longer
desired.

(e) Each ship station using a multi-
channel installation for telegraphy (ex-
cept equipment intended for use only
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